
 Processing
 

Guide

► Prin�ng on DuraJetTM  Open Pored Aluminum 

♦  Set  up  your printer and print file using the 
instruc�ons provided by Direct Color  
Systems.  

♦ Go to        
  

 Download  and  save  the  DuraJet TM  PMZ  file.
 

In the Color Byte  RIP  so�ware,  
click on Printers menu and select 
Manage Print Modes… Click the 
Import Print Mode Package icon 
and select the  PMZ file to import.  

      
      

♦ Remove from sealed pouch. 

The print surface has an even finish. 
The un-printable surface produces a 
rainbow effect when held under 
light at an angle. 

♦ Aluminum sheets should be flat on the print 
bed. Apply graphic art tape or other non-
aggressive adhesive tape if necessary. Do 
not use any tacky hold-down mats. These 
may adhere to DuraJetTM  

♦ Use DuraJet  High Resolu�on Mode to print 
photographic-quality images or images with 
fine text. Average print �me for a full bed is 
30 min. 

♦ Use DuraJet Normal Mode to print 
mul�color signage, nameplates and 
barcodes. Average print �me for a full bed 
is 20 min .

♦ Use DuraJet High-speed Mode to print 
images with large text or where produc�on 
�me is cri�cal. Average print �me for a full 
bed is 10 min .

If bleeding or running of the ink 
occurs before sealing, adding dry 
�me between passes or lowering 
the print head assembly should 
alleviate the problem. If no�ced 
a�er sealing, check for proper 
temperature of the bath, and that 
the ink is dry before sealing. 

► Sealing DuraJet  

♦ To prepare sealing bath, mix 1 part Sealing 
Concentrate with 24 parts dis�lled or de-
ionized water in a 10X12 or 12X20 Sealing 
Tank 

Do not use tap water for solu�on as 
it contains minerals which interfere 
with the sealing process 

♦ Heat the solu�on to a rolling boil. Using 
stainless steel clips and rods, immerse a dry 

DuraJet    plate  for  15  minutes

 

in the
solu�on, maintaining a rolling

 
boil

 
and

 cover  

♦ Use DuraJet  Ultra High Res Mode to print 
photographic-quality images or images with 
fine text. Average print �me for a full bed is 
60 min. 

TM
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directcolorsystems.com/inkjet/durajet.php
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